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Notes

FEATURES & SPECIFICATIONS

INTENDED USE — Streets, walkways, parking lots and surrounding areas.

Type
CONSTRUCTION — Rugged, die-cast, single-piece aluminum housing with nominal wall thickness of 1/8"

3.2mm. Die-cast door frame has impact-resistant, tempered, glass lens, 4.8mm thick. Door frame is fully
gasketed with one-piece tubular silicone. US. Patent No. D447,590. Canada Patent No. 94324.

Finish: Standard finish is dark bronze polyester powder finish. Additional architectural are available; see www. A E R l -"
lithonia.com/archcolors. -

OPTICS — Anodized segmented reflectors for superior uniformity and control. Reflectors attach with tool-less
fasteners and are rotatable and interchangeable, Four full cutoff distributions available: Type Il (roadway), Type Architectural Area & Roa dway Luminaires

. 11 {asymmetric), Type IV {forward throw) and Type V (symmetric square).
Pag inal @ ELECTRICAL — Ballasts are 100% factory-tested, 220V/50Hz, 240V/S0Hz high power factor ballast.
Socket; Porcelain, horimntally mounted E27 socket with copper alloy, nickel-plated screw shell and center AS1
.. contact.

Pa gina 2@ INSTALLATION — Integral arm for pole or wall mounting. Optional mountings available.
LISTINGS — CE Certified. IP65 Rated.
Note: Specifications subject to change without notice.

METAL HALIDE: 100W-150W
HIGH PRESSURE SODIUM: 100W-150W

3.05m to 6.10m Mounting
Sperfﬁmr:'ons
P EPA: 0.065 m?
®
POQIHG 3 Length: 564mm
Width: 330mm
Pdgina 4 @ Depth: 160mm
*Weight: 12.2 kg)
NIGHTTIME ~
*Weight as configured in example below. FIRIENDLY
Conslstent Mth LEEI}‘ uods
fﬁw pollutian md.xmcn
ORDERINGINFORMATION Lead times will vary depending on options selected. Consult with your sales representative, Example: AS1 100M SR3 22050HZ CE SPA L/LP
AS1 CE L/LP
Series | Wattage Distribution Voltage | Ballast Mounting Options Finish® Lamp
AS1 Metal halide | SR2  Segmented 22050HZ | CE  CEcertified SPA Square pole | Shipped installed in fixture (blank)  Dark L/LP  Less lamp
100M UD; Il 24050H1 ';ig{' Powgf mounting | s Single fuse bronze
150M s ballast | AP Roundpole | pep  NEMAtwistlock receptacieonly | DBL  Black
High o8 599"}5"‘“’ mounting (no photocontrol) D6C  Charcoal
pressure :Jip?nmetr‘l ; WeA  Wall QRSTD  Quartz restrike system with time gray
sodium — Y 9 b“"‘fk@f (up delay’ DMB  Medium
1005 & I;Eﬁ"}f,"‘ s :ﬂ' W1 4S Houseside shield (SR2, SR3) bronze
1505 e ada:;taeT Shipped separately’ DNA :‘:};’.Iilum
throw, sha : st
s P DCAS]  Decorative PET  NEMA twist-lock PE (220, 240V) DWH  White
curved arm, | VG Vandal guard ]
SRSS  Segmented square pole : R Corrosion
i " 5C Shorting cap resistance
yp ) only
gﬁaﬂe"" DCASTR  Decorative
curved arm,
round pole
only?
Note: Aeris™ has a unique drilling template Notes
that requires an Aeris drilling pattern to be 1 Must use tubular type lamp only.
specified when ordering poles. See example 2 When mounted in lens-up orientation, fixture is suitable for covered canopy applications only.
below. ) 3 Shipped separately.
.E.ﬁlmpll;-i ISI:”‘ zg:fmmw'“ DoB 4 SFor (RS options cannot be ordered together.
Aeris Drilling Pattern
2 DrM1:.l.$ 1 m":} degrees 5 May be ordered as an accessory.
DM28AS 2 at 180 degrees 6 Additional architectural colors available; see www.lithonia.com/archcolors.
DM29AS 7 at 90 deqrees
DM39AS 3 at 90 degrees
DM49AS 4 at 90 degrees
DM32AS 3 at120 degrees {round
poles only)
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AS2 Metal Halide, High Pressure Sodium Area Lighting

Coefficient of Utilization
Initial Footcandles
AS2 400M SR3 CE Certified TESTNO: LTL18117 | AS2 400M SR4SC CE Certified TEST NO: LTL18119| AS2 400S SR3 CE Certified TEST NO: LTL18128
ISOILLUMINANCE PLOT (Footcandle) ISOILLUMINANCE PLOT (Footcandle) ISOILLUMINANCE PLOT (Footcandile)
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ADOW lamp, rated 41000 A00W lamp, rated 41000 Y 2 2 2 & < g
ki F:u’c:mjls Ml e e e o 21 400W lamp, rated 50000
gll:luntilng1 e;g L‘ll.n - R maunting height lumens, Footcandle values based on 20
L. OBt R ST N SN Classification: Unclassified (Type |Il, Very Short), Cutoff mounting height.
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o AS2 400S SR3 CE Certified TESTNO: LTL18128 | AS2 4005 SR4SC CE Certified TEST NO: LTL18130
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ADDW lamp, rated 50000 A00W larmp, rated S0000
Iumenf F:mc::'»dle values based on 20' lumens. Footcandle values based on 20°
mu‘un.lrlg .e'g . ) mounting height.
Classification: Unclassified (Type |, Very Short), Cutoff Classification: Unclassified (Type IV, Very Short), Cutoff

DRILLING TEMPLATE # 8
Notes AeERIS QMEI?d?)) ALX

1 Photometric data for other distributions can be accessed from the Lithonia Lighting web site (www.lithonia.com).
2 For electrical characteristics consult Dutdoor technical data specification sheets on www lithonla.com.

3 Tested to current IESNA and NEMA standards under stabilized laboratory conditions. Various operating factors can
cause differences between laboratory and actual field measurements. Dimensions and specifications are based on
the most current data and are subject to change.

Pole-Mounted Luminaire {not for suspend|

Top of Pole

A (sae charl balow)

Mounting Height Correction Factor l
(Multiply the fc level by the correction factor)

s /—0.563'
10ft. = 4 b4

= 1.325
15/ = 178 o

f. = 0.4 2.6850° ¢ /_t2F'LCSJ
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Existing Mounting Height )2_ :
( “New Mounting Height | = Correction Factor

W

Aluminum Pales Only All Other Pole Types

A" secammented dinession 1.750° 750"

Mote: Dimension varias by pole type ta allaw clearance for pale cap
Chack pale cap depth if field drilling poles

NOTE: This drawing is MOT to scale
and should be used for dimensional
puspases oaly.
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