





MR1 Metal Halide, High Pressure Sodium, CE Certified

MR1 150M SR3 CE Certified TEST NO: LTL17056
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150W lamp, rated 14000

lumens. Footcandle values based on 20°
mounting height.

Classification: Type |, Medium, Cutoff

ISOILLUMINANCE PLOT (Footcandle)
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A150W lamp, rated 14000

lumens. Footcandle values based on 207

mounting haight.

Classification: Unclassified (Type |, Very Short), Cutoff

MR1 150M SR4SC CE Certified TEST NO: LTL17057 [MR1150M SR5S CE Certified TEST NO: LTL17058

ISOILLUMINANCE PLOT (Footcandle)

$\J\

da

~a

v
L
e ¥ g

g_%

e ' |
DISTANCE IN UNITS OF MOUNTING HEIGHT

=]
(%)
)
=
tn
o
.

150W lamp, rated 14000

lumens. Footcandle values based on 20°

mounting height

Classification: Unclassified (Type IV, Very Short), Cutoff
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MR1 150S SR3 CE Certified TEST NO: LTL17053

ISOILLUMINANCE PLOT (Footcandle)
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150W lamp, rated 17200

lumens. Footcandle values based on 20°
mounting height.

Classification: Type |, Medium, Cutoff

MR1 150S SR4SC CE Certified TEST NO: LTL1705z

ISOILLUMINANCE PLOT (Footcandle)
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150W lamp, rated 17200

lumens. Foolcandle values based on 20°

maounting height.

Classification: Unclassified (Type IV, Very Short), Cutoff

MR1 1505 SR5S CE Certified TEST NO: LTL17054

ISOILLUMINANCE PLOT (Footcandile)
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150W lamp, rated 17200

lumens. Foelcandle values based en 200

maunting helght.

Classification: Unclassified (Type |11, Very Short), Cutofl
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MNotes

FEATURES & SPECIFICATIONS

INTENDED USE — Streets, walkways, parking lots and surrounding areas. e

CONSTRUCTION — Rugged, die-cast, single-piece aluminum housing with nominal wall thickness of

3.2mm. Die-cast door frame has impact-resistant, tempered, glass lens of 4.8mm thick. Door frame is fully

gasketed with one-piece tubular silicone. US. Patent No. D556,357. =

Finish: Standard finish is dark bronze polyester powder finish, with other architectural colors available. )
OMERO VP OMERQ)>

M R1 OPTICS — MIRO finish, segmented reflectors for superior uniformity and control. Reflectors attach with

tool-less fasteners and are rotatable and interchangeable. Four full cutoff distributions available: Type Il
(roadway), Type lll (asymmetric), Type IV (forward throw) and Type IV (forward throw, sharp cutoff).
PGQ inal e ELECTRICAL — Ballasts are 100% factory-tested, 220V, 240V/50Hz HPF reactor ballast.

Socket: Porcelain, horizontally mounted, E40 mogul-base socket with copper alloy, nickel-plated screw
shell and center contact.

Architectural Area & Roadway Lighting

MR2

Pd g ina 2 @] INSTALLATION — Integral arm for pole or wall mounting. Optional mountings available.
LISTING — CE certified. IP&5 Rated.
OMERO NOTE: Specifications subject to change without notice. METAL HALIDE
M R2 HIGH PRESSURE SODIUM
250W - 400W
o Specifications _“"--...._
Pagina 1 @ Length: 83.5m
Dia: 6.35cm "‘Fﬁw
4 A0 Overall Height: 21.0cm Consten i LEED® goss
Pagina 2 @ Weight 209K oo i
EPA: 0.85m*
All dimensions are centimeters unless otherwise indicated.
*Weight as configred in example below,
Lead times will vary depending on selected. Consult with your sales representative. Example: MR2 400M SR3 22050HZ CE SPA L/LP
MR2 CE L/LP
Series | Wattage' Distribution Voltage | Ballast Mounting Options Finish® Lamp
MR2 | Metal SR2  Segmented 22050H | CE  CECertified SPA Square pole | Shipped installed in fixture (blank)  Dark LLP Less
halide? typ; Il 24050HZ high po}uer mounting SF Single fuse* bronze lamp
250M o b | RPA - Roundpole | peR  NEMAtwist-lockreceptaceonly | DBL  Black
400M SR3 Segn:ﬁnred mounting (no phatocell) DGC  Charcoal
High :’;E:nm s WBA Eva”k y QRSTD  Quartz restrike with time delay gray
pressure racket (up i b DMB Medium
T SR4SC Segmented or down)? HS_ Houseside shield (SR2, SR3) s
2505 P'F'@ "Il"d Shipped separately Shipped separatel DNA Natural
orwa sl A
4005 fibis s DCMR2 Decorative | |0} NEMATWiSHockPE aluminum
cutoff curved arm, SC Shorting cap for PER option DWH White
(square VG Vandal guard (R Corrosion-
SRS cgmen] pole only} resistant
type IV wide, -
forward DCMRZR  Decorative finish
throw curved arm,
(round pole
only)
: - - - Notes:
When ordering poles, specify the appropriate drillin
pattern. Jitk Dok dron : 1 Lower wattages available, Consult factory.
See below example. 2 Must use tubular type lamp only.
Example: SSA 20 4C DM19AS 3 Mountedinlensuporientation, fixture issuitable for covered
DM19AS 12t 90 degrees canopy applications only.
DM28AS  2at180 degrees 4 May be ordered as an accessory,
DM29AS 2at 90 degrees 5 Additional architectural colors available; see www.lithonia.
DM39AS  3at90degrees com/archcolors.
DM49AS 4 at90 degrees
DM32AS  3at120 degrees
(round poles only)
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MR2 Metal Halide, High Pressure Sodium, CE Certified

MR2 400M SR3 CE Certified TEST NO: LTL18123 |MR2 400M SR4SC CE Certified TEST NO: LTL18125 |MR2 400M SR4W CE Certified TEST NO: LTL18124
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mcuntlﬁg height. lumens. Footcandle values based on 207 A00W lamp, rated 41000
Classification: Unclassified (Type |, Very Short), Cutoff e I ) s ool he valvas Easar oo 24,

OM ERO Classification: Unclassified {Type Iil, Very Short), Culoff mounting height.

M R2 Classification: Unclassified (Type |l, Very Short), Semicutoff

Pdgina 1 @ MR2 400S SR3 CE Certified TEST NO: LTL18120 |MR2 400S SR4SC CE Certified TEST NO: LTL18122
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400W lamp, rated 50000

lumens. Footcandle values based on 20° AD0W lamp, rated 50000
mounting height lumens. Footcandle values based on 20°
Classification: Unclassified (Type |, Very Short), Cutoff maunting height.

Classification: Unclassified (Type IV, Very Short), Cutoff
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